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TO POST-STALL LONGITUDINAL STABILJTY OF 

T-TAIL TRANSPORT CONFIGURATIONS 

By Robert T. Taylor and Edward J. R a y  
NASA Langley Research Center 

ABSTRACT! 

A wind-tunnel research program has been undertaken by the National Aeronautics and 

Space Administration t o  study the. aerodynamic character is t ics  of T - t a i l  a i r c r a f t  a t  

high angles of attack. The program w a s  designed t o  show the  e f fec t  on longitudinal 

s t a b i l i t y  and control  of several  configuration variables encompassing horizontal- ta i l  

s ize ,  v e r t i c a l  posit ion,  planform, and incidences; nacelle s ize ,  location, and pylon 

effects ;  wing section, s ta l l -cont ro l  devices, flaps, aspect ra t io ,  and sweep; fuselage 

cross-section s ize ,  cross-section shape, and forebody length. Results of t h i s  program 

a r e  presented and analyzed t o  serve as a preliminary design guide. 

SUMMARY 

A wind-tunnel research program has been undertaken by the  NASA t o  study the aero- 

dynamic charac te r i s t ics  of T- ta i l  a i r c r a f t  a t  high angles of attack. The program was 

designed t o  show t h e  effect  on longitudinal s t a b i l i t y  and control  of several  configura- 

t i o n  variables.  

Past  research on the  T- ta i l  problem has led t o  design c r i t e r i a  f o r  the  selection 

of t h e  wing geometry and t a i l  location which appear t o  be sat isfactory f o r  the  post- 

s t a l l  s t a b i l i t y  character is t ics .  

shown t o  be a nose-up moment a t  high angles of attack that i s  caused by interference 

between t h e  nacel le  wake and the  horizontal tail.  

The additional e f fec t  of the aft-mounted nacelles is  

A number of locations f o r  the nacelles which minimize the  nacelle interference a t  

t h e  t a i l  a r e  shown. The importance of the  pylon i s  shown t o  be about equivalent i n  

magnitude t o  t h e  net moment of the  nacelle. Several 0th 
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improving s t a b i l i t y  a f t e r  the  wing s ta l l  among which a r e  changes i n  pylon design, 

changes i n  t a i l  area, and the  addition of low auxi l iary t a i l  surfaces. 

body wakes, a s  determined by changing fuselage s ize ,  i s  only a secondary e f fec t  on the  

flow f i e l d  a t  the t a i l ;  the  primary e f fec t  of changing body s i z e  is the  destabi l iz ing 

nonlinear l i f t  forward of the  moment reference point. 

sweep appeared t o  be a diminishing of the  effect  of nacelles although these r e s u l t s  are, 

a t  present, incomplete. 

pitching-moment var ia t ion with angle of attack. 

The e f fec t  of 

The effect  of increasing wing 

Aspect r a t i o  was shown t o  have only a minor e f fec t  on t h e  

INTROJXJCTION 

The current trend t o  design a i r c r a f t  with high horizontal  t a i l s  and engines mounted 

on the  af t  fuselage has led t o  concern over t h e  s t a b i l i t y  character is t ics  of these a i r -  

c r a f t  a t  angles of a t tack before and beyond the  s t a l l .  

excursions to  extremely high angle of a t tack has been shown i n  a number of f l i g h t  t e s t s  

where s ta l l ing  maneuvers were being performed. 

The poss ib i l i ty  of inadvertent 

The T-tai l  o f fe rs  advantages i n  performance because of the lower wetted area of the 

horizontal- and v e r t i c a l - t a i l  combination. 

from a point o f  view of s t a b i l i t y  and control a t  normal-flight angles of a t tack,  it i s  

very effective because of reduced downwash rate and nearly full dynamic pressure. I n  

addition, the horizontal  t a i l  tends t o  endplate t h e  v e r t i c a l  t a i l ,  and thereby increases 

the effectiveness of this surface. (See ref. 1.) 

The horizontal  t a i l  is i n  a region where 

Research i n  the  past  has concentrated on providing acceptable s t a b i l i t y  character- 

i s t i c s  Up t o  the  angle of a t tack a t  which the  wing s t a l l s .  Reference 2 summarizes t h i s  

e f for t  and provides a foundation upon which t h e  select ion of wings and appropriate t a i l  

locations may be based, which leads t o  sa t i s fac tory  s t a b i l i t y  character is t ics  i n  t h e  

range p r i o r  to  Wing S t a l l .  

inevi table  fact  tha t  the high t a i l  must ult imately penetrate the  wake system of the  a i r -  

plane, and once t h i s  penetration has taken place t h e  t a i l  loses effectiveness. 

A t  t h e  s t a l l  and beyond, however, reference 2 points t o  t h e  
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The 

s ta l l  o r  

T - t a i l .  

NASA has undertaken a wind-tunnel research program t o  invest igate  t h e  post- 

high-angle-of-attack aerodynamic character is t ics  of configurations using the 

Table I shows the scope of the  wind-tunnel tests. The program was designed t o  

study the e f fec ts  on longitudinal s t a b i l i t y  and control of many configuration variables,  

primarily a t  low speed. Reference 3, a paper presented a t  t h e  NASA Conference on 

Aircraf t  Operating Problems, gave a preliminary review of the  experimental program and a 

summary of the  important resu l t s  t o  that t i m e .  

The experimental program on pos t - s ta l l  s t a b i l i t y  studies has been continued a t  

Langley Research Center. 

some of t h e  resu l t s  of reference 3 and t o  present information acquired since then which 

may be of use t o  the preliminary design engineer in obtaining acceptable s t a b i l i t y  char- 

a c t e r i s t i c s  with the T - t a i l .  

The purpose of t h i s  present paper i s  t o  analyze i n  more d e t a i l  

SYMBOLS 

b wing span 

CL l i f t  coefficient 

(Cm)0.40? pitching-moment coefficient about 0.4OC 

incremental moment due t o  horizontal  t a i l  N m t  
- 
C wing mean aerodynamic chord 

it t a i l  incidence 

fit change i n  t a i l  incidence 

k t a i l  arm 

M Mach number 

S wing reference area 

S t  t a i l  area 

Z t a i  1 height 

a angle of a t tack  

astall angle of a t tack  a t  wing s ta l l  
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angle of a t tack  of horizontal  t a i l  

emit 
angle-of-attack factor ,  

downwash angle, deg 

" instal led" t a i l  normal- force- co ef f i c i ent slope 

wing incidence 

wing taper r a t i o  

St 2 t  t a i l  volume coefficient,  - - 
s c '  

dc, - 
dit 

"installed" control effectiveness of horizontal  t a i l ,  

DISCUSSION 

Basic Configuration 

Figure 1 shows a l i n e  drawing of one configuration of the  model used i n  the  wind- 

It i s  typ ica l  of the  current T - t a i l  a i r c r a f t  i n  t h a t  it has a wing with tunnel tests. 

moderate sweepback and aft-mounted engine nacelles. Some pert inent  model dimensions a r e  

given i n  terms of the wing mean aerodynamic chord E and wing span b. Throughout t h i s  

paper the aerodynamic character is t ics  of this configuration w i l l  be used as  a standard 

of comparison, and w i l l  be referred t o  as  the  "basic configuration." 

Experimental work regarding the  pitch-up associated with swept-wing a i r c r a f t  1s 

Figure 2 has been taken d i rec t ly  from reference 2 and i s  SuDImarIZed i n  reference 2. 

reproduced here t o  show t h e  general areas i n  which these modern a i r c r a f t  f a l l  i n  regard 

t o  Wing geometry and t a i l  location. The boundaries on wing aspect r a t i o  and sweep shown 

are  those required f o r  sa t i s fac tory  wing-body s t a b i l i t y  character is t ics  a t  two values Of 

the  wing taper ra t io ,  These curves a re  applicable t o  conventionalplan- 

forms a t  the low speeds used f o r  these t e s t s .  

h = 0 and 1.0. 

The current T - t a l l  t ransport  a i r c r a f t  generally f a l l  i n  the  shaded region on the 

chart  although there  are some exceptions. It should be noted here t h a t  the  boundaries 
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sh6m a r e  only approximate and depending on the design of the  a i r f o i l  section and t h e  

wing twist  selected the l i n e  shown may broaden, but, i n  general, the hatched band is  i n  

a region where f a i r l y  w e l l  behaved s t a b i l i t y  character is t ics  might be expected f o r  the  

wing-body. The wings used throughout the present study are  shown on the chart as num- 

bered symbols. 

A t  the  Mach number used f o r  most of the  t e s t s ,  the s ta l l  pat tern on a l l  the  wings w a s  

wel l  behaved, as indicated by the  wing posit ions on the  chart  i n  re la t ion  t o  the  

boundaries. 

These wings covered the  moderate sweep and aspect r a t i o  range shown. 

The boundaries f o r  t a i l  location a re  shown as functions of the nondimensional t a i l  

height z / E  and t a i l  arm 2t.Z. Four areas a r e  shown: (A) i s  the region generally 

associated with T-tai ls  and indicates the pitch-up a t  high l i f t  t o  be preceded by stal l  

warning. 

pitch-up without warning regardless of the wing planform chosen. 

t a i l  locations which are sat isfactory f o r  operation below the  c r i t i c a l  Mach number and 

those i n  area (D) generally show no pitch-up. 

shown were based on data which did not include the possible e f fec ts  of engine nacelles, 

and t h e  range of angle of a t tack w a s  l imited i n  most cases t o  a f e w  degrees beyond the 

primary wing stall.  

as a hatched area. It should be noted that both s e t s  of boundaries were drawn f o r  

wings of conventional planform. 

The area of t a i l  posit ion immediately beneath, labeled (B), usually yields  

Area ( C )  indicates 

It should be noted that the  boundaries 

The band of  t a i l  location for airplanes with aft nacelles i s  shown 

I n  order t o  ver i fy  t h e  boundaries when t h e  configuration includes engine nacelles 

af t  on the  fuselage, the  e f fec t  of t a i l  height was re-examined and the range of angle 

of a t tack  w a s  extended. 

heights which were tes ted  with a f t  fuselage-mounted nacelles. 

The c i r c l e  symbols on the chart designate the several  t a i l  

Effect of T a i l  Height 

The e f fec t  of t a i l  height i s  shown i n  figure 3 as  curves of t h e  var ia t ion of 

pitching-moment coefficient with angle of attack f o r  three t a i l  heights. Generally 

speaking, there  i s  no e f fec t  of t h e  nacelle i n  the low angle-of-attack range. These 

curves show t h e  e f fec ts  predicted by f igure 2; that is, when the  t a i l  i s  e i t h e r  very low 

o r  very high, t h e  curves a re  w e l l  behaved pr ior  t o  wing stall .  The so l id  curves i n  
- 5 -  



each case represent data trimmed a t  an angle of a t tack of loo, and the  dashed curve, 

an incremental incidence of 4' (b t  = bo), serves t o  i l l u s t r a t e  the  e f fec t  of angle of 

a t tack on control effectiveness. With the  t a i l  mounted i n  o r  very near the  wing-chord 

plane, 

factory a t  and beyond t h e  trim point shown. 

z/S = 0.91, a nonlinearity i s  evident i n  the  data, s t a r t i n g  a t  about. the  a = 10' 

point,  that i s  caused by the  t a i l  entering t h e  airplane wake system. 

this discussion i s  taken not only as low-energy a i r  usually associated with t h e  wake, 

but a l so  as a i r  which has at ta ined large downwash as  a resu l t  of the  wing l i f t  system. 

The control effectiveness loss i s  shown by a comparison of t h e  arrows a t  the  first and 

second t r i m  points. The midtail does not suffer great ly  i n  this respect. A point not 

t o  be overlooked here i s  the  tendency t o  "pitch-up" i n  the  l i f t  region p r i o r  t o  wing 

s ta l l  i f  the t a i l  i s  located midway up the f i n .  

w h i l e  entering the wake system ear ly  (a = loo) emerges early and a f t e r  

curves a re  well  behaved. 

z/'C = 0, both t h e  s t a t i c  s t a b i l i t y  and the  control character is t ics  appear satis- 

As the  t a i l  i s  moved t o  a height of 

t r i m  

The wake system i n  

It should a l so  be noted t h a t  the  t a i l  

a = 20° the  

Increasing the  t a i l  height t o  z/E = 1.62 (data f o r  the  basic configuration) 

i l l u s t r a t e s  t h e  source of concern with the  T - t a i l .  

up t o  the  point where the wing s t a l l s ;  a t  this point,  the  t a i l  enters the  model wake 

system and the curves tend t o  degenerate and exhibit  a s tab le  t r i m  point at angle Of 

a t tack  of bo. There i s  also a marked reduction i n  t h e  control  effectiveness a t  the  

second t r i m  point t h a t  can be seen by comparing the  length of the  arrows. 

available for recovery from high-angle-of-attack penetrations i s  a small f rac t ion  of i t s  

i n i t i a l  low-lift value. 

The curves a re  f a i r l y  well  behaved 

The Control 

I n  th i s  paper it i s  assumed t h a t  control  i s  avai lable  t o  recover f r o m  any angle of 

a t tack t o  which the  a i r c r a f t  may be flown o r  may penetrate. 

the region of posi t ive unstable moment on the s t a b i l i t y  curve shown hatched i n  f ig-  

ure 3, since t h i s  type of moment var ia t ion creates  the  problem of inadvertent penetra- 

t i o n  t o  higher than the i n i t i a l  t r i m  angle. 

angle stable trim point. 

The prime concern here i s  

 his type of var ia t ion  must precede a high- 

Most modern a i r c r a f t  have very effect ive high-l i f t  systems and 
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require very powerful elevators not only t o  t r i m  the f l a p  moment but a l so  t o  allow f o r  

loading over a w i d e  range of center-of-gravity locations. 

required i s  a def in i te  asset i n  t h e  T - t a i l  aircraft at  high angles of attack. 

The addi t ional  control power 

Some fee l ing  f o r  w h a t  happens a t  the  very high angles of a t tack  may be obtained 

from f igure 4 which shows sketches of the flow i n  the region of the  t a i l  before and 

after wing stall. 

t o  pass below the location of the T-tail .  

of a t tack  develops, the  airplane wake system envelopes the t a i l  and the  wing wake i 6  

reinforced by the  nacelle wake. 

mentioned e a r l i e r  have indicated a tendency f o r  the a t t i t u d e  i n  the so-called deep 

s t a l l  t o  be re la t ive ly  f l a t  with very high negative fl ight-path angles as i l l u s t r a t e d  

i n  figure 4. (As a result, the  gyro reference i s  apt  t o  be a misleading due t o  angle 

o f  a t tack  i n  a l l  but steady l e v e l  f l i g h t ,  as pointed out by several  investigations,  f o r  

example, ref. 4.)  

I n  t h e  top of the f igure the region of the low-energy wakes a r e  shown 

After the wing stall,  however, as the  angle 

Simulator studies as well as the  instrumented f l i g h t s  

The influence on pitching moment of t h e  complete airplane flow f i e ld  i n  t h e  region 

of t h e  t a i l  i s  best assessed by an examination of t h e  pitching-moment equation. 

Flow-Field Considerations 

A review of the  equation f o r  the  s t a t i c  pitching-moment coeff ic ient  i s  given here. 

The equation shown has been divided in to  the  contribution of t h e  wing-body nacelle 

plus  t h e  contribution of t h e  t a i l .  The t a i i  contribution can be wri t ten as follows: 

I n  this expression the  normal-force-curve slope is  the ta i l -a lone value, the term 

($ 2) i s  t h e  t a i l  volume coefficient.  The quantit ies % and qt/q the  t a i l  angle 
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of at tack and t a i l  dynamic pressure r a t i o  generally describe the conditions i n  t h e  flow 

f i e l d  f o r  s t a b i l i t y  purposes. I n  t h i s  paper it will be convenient t o  redefine these 

quantit ies such that the  normal-force slope (z)t i s  t h e  "installed" value on t h e  

model and the t a i l  dynamic pressure r a t i o  qt/q w i l l  be replaced by a fac tor  7 which 

accounts for the angle-of-attack e f fec t  on t h e  i n s t a l l e d  t a i l  normal force. The fac tor  

7 

effectiveness . 
i s  called the t a i l  efficiency factor ,  and i s  obtained by a r a t i o  of t h e  ta i l -p i tch-  

The t a i l  increment then i s  written: 

The first bracket i s  primarily geometry dependent and the second bracket is dependent 

on the variations with angle of a t tack of the  flow f i e l d  a t  the  t a i l .  The t a i l  angle 

of a t tack may be wri t ten as The t a i l  and wing incidence terms 

are  considered constant and the variations with angle of a t tack,  then, a re  a t t r ibu tab le  

t o  the  term E, t h e  downwash angle. The importance of changes i n  the t a i l  contribution 

t o  pitching moment caused by changes i n  the t a i l  flow f i e l d  may be assessed by an exam- 

ination of tail angle of a t tack and t h e  t a i l  eff ic iency f a c t o r  f o r  the  three t a i l  heights 

presented ear l ier .  

Below an angle of a t tack  of loo where i s  essent ia l ly  unity,  the  increases i n  s t a b i l -  

i t y  with t a i l  height noted e a r l i e r  a re  i n  t h e  direct ion t o  be explained by the  increases 

in the  slope of with increased t a i l  height. The var ia t ion i n  the  slope of at 

above wing s t a l l  f o r  the  s o l i d  curve is charac te r i s t ic  of low ta i ls  and i s  caused by t h e  

t a i l  emerging from the downwash f i e l d  behind t h e  wing. 

of the t a i l  efficiency factor  

higher t h e  horizontal t a i l  i s  placed on the  f i n ,  the  worse it suf fers  as  t h e  angle of 

o+, = a - E + it - iw. 

Figure 5 shows these data p lo t ted  against  airplane angle of attack. 

An examination of the var ia t ion 

q with angle of a t tack  shows graphically t h a t  the 
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at tack increases. Again, it should be 

r e f l e c t s  on ly  angle-of-attack effects ,  

emphasized t h a t  the  t a i l  efficiency factor  

f o r  example, t a i l  nonl inear i t ies  and the  change6 

q 

i n  qt/q associated with angle of attack. 

eff ic iencies  a r e  about 0.70, 0.30, g d  0.30 of the low-lift  value a s  the  t a i l  goes from 

z/c = 0 t o  1.62. Where convenient throughout the paper, both the  t a i l  efficiency fac- 

t o r  7 and the  t a i l  angle of a t tack % are  examined together by combining them in to  

a flow f i e l d  parameter 

t a i l  increment the product should be a maximum. 

+,, i s  proportional t o  the  slope of t h e  curve 7% times the geometry coefficient.  

For t h e  highest s t a b i l i t y  from a given t a i l ,  the  slope should be highest. 

A t  an angle of a t tack  of 35O, the  re la t ive  

E%] , as shown i n  the bottom of the figure. For the  highest 

The t a i l  contribution t o  s t a b i l i t y  

The character is t ics  of the low t a i l  shown i n  the  bottom plo t  allows i ts  use t o  

overcome poor s t a l l i n g  pat terns  of more highly swept wings and provide overa l l  good 

s t a b i l i t y  character is t ics  past  wing s t a l l .  

very poor var ia t ion with angle of a t tack past  s t a l l  which r e f l e c t s  i n  the  moment curve 

exhibit ing a high-angle t r i m  point. 

The high ta i l ,  on the  other hand, shows a 

Effect of Engine Nacelle Location 

The influence of the nacelles on the t a i l  moment was shown i n  reference 3. Fig- 

ure  6 represents the var ia t ion of pitching-moment coeff ic ient  with angle of a t tack  with 

nacelles on and off  f o r  both ta i l -on and ta i l -off  conditions. The influence of model 

angle of a t tack  on the flow f i e l d  parameter with nacelles on and off i s  a l s o  

presented. 

It w a s  pointed out i n  reference 3 that the predominating detrimental influence of 

the  nacel le  w a s  a blanketing of the t a i l  by the nacelle wake, since the  nacelle has a 

s t a b i l i z i n g  e f f e c t  with the  t a i l  o f f ,  as  shown i n  f igure 6. 

f ie ld  parmeter indicates the  effect  of the nacelles. 

enqe on t h e  t a i l  past  an angle of a t tack  of about loo, but this flow f i e l d  effect  i s  

of fse t  by t h e  favorable ta i l -of f  moment out t o  an angle of a t tack  of about 2 5 O ,  a f t e r  

which the  ne t  nacelle increment is  posi t ive t o  very high angles. 

The var ia t ion of the  flow 

The nacelles have an inf lu-  
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Since the nacelle effect  was shown t o  be powerful, ways were sought ear ly  i n  t h e  

program t o  minimize it. 

relocating the nacelles on the basic configuration. 

pitching-moment curves a6 well  as c.urves of the flow f i e l d  parameter with the  

nacelles off and f o r  three nacelle locations. 

reference 2 and were compared on a nacelles-on-nacelles-off basis  with a t a i l  inci-  

dence, 

t o  be destabil izing a t  high angles of a t tack as the nacelles are moved forward. 

ever, the effect  of the nacelles on the t a i l  flow f i e l d  shows a def in i te  improvement 

over the basic location, especially i n  the region before 

these changes i s  shown i n  f igure 8 i n  the  form of pitching-moment coefficient as a func- 

t i o n  of angle of a t tack  f o r  the cmplete  model with the nacelles off and i n  the  three 

locations discussed. 

The f i rs t  attempts at improving t h e  s i tuat ion deal t  with 

Figure 7 shows the ta i l -of f  

Data f o r  these locations were given i n  

it = 0. The effect  of moving the  nacelles on the ta i l -of f  pi tch curve i s  seen 

HOW- 

a = 20°. The net e f fec t  o f  

Both alternate locations show improvement i n  t h e  p i tch  curve over the basic  loca- 

t ion.  

the s t a b i l i t y  d i f f icu l ty ;  however, the  performance advantages claimed f o r  the T - t a i l  

axrangement are l o s t  i n  the  process. 

With the nacelles on the wing, the t a i l  could be lowered and thereby eliminate 

Other modifications were attempted i n  the  area of t h e  nacelle t o  i s o l a t e  the  

e f fec t  of the pylon. 

nacelles-off curve i n  figure 9. Each nacelle f o r  the pylon-off curves was supported 

from the fuselage by using two pins (shown as  dashed l i n e s  i n  the  sketch). 

"he buildup of the pylon-nacelles curve i s  compared with the  

The effect  of t h e  pylon i n  t h e  presence of t h e  nacel le  i s  about equal t o  t h a t  f o r  

the nacelle alone i n  destabil izing the trimmed p i t c h  curves. 

with the  t a i l  o f f ,  t h e  pylons plus the  nacelles were more s tab i l iz ing  over a greater  

angle-of-attack range than t h e  nacelles alone; however, the pylons interfered with the  

flow f i e l d  a t  the  t a i l  t o  a greater  extent. These curves suggest the poss ib i l i ty  of 

mounting the nacelles on pylons from the upper surface of t h e  wing, although t h i s  type 

of pylon was not examined. The results a l so  suggested t h a t  the  pylon might be reduced 

i n  s ize  (within prac t ica l  limits) t o  gain some of t h e  benefi ts  noted here. 

For the  curves obtained 

These 
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experiments were disappoihting however, since t h e  complete-configuration pitching 

moment recorded no change as a resu l t  of reducing the pylon chordwise extent by one- 

half. 

fore ,  the  pylon s i z e  reduction required to  obtain these benefi ts  i s  impractical. 

Attempts at venting the pylon with a 20-percent gap a l so  proved futi le;  there- 

Another var ia t ion i n  the design of the  pylon is  shown i n  f igure 10 where the  

resu l t s  are  compared with the  basic  pylon data. The pylon was attached a t  the  top of 

the  nacelle and a t  the top of the  fuselage as shown i n  t h e  sketch. 

intended t o  combine the  nacelle wake with t h e  spanwise flow on the swept-forward pylon 

and carry it inboard close t o  the  fuselage i n  t h e  hope that the  T-horizontal t a i l  

would become more effectjve.  I n  addition, this pylon resu l t s  i n  a substant ia l  amount 

of the  plan area being behind the  nacelle as indicated. The r e s u l t s  show an improved 

high angle var ia t ion of the  p i tch  curve. 

although t h e  t a i l  effect ive angle of a t tack  benefited t o  some extent from the  modifica- 

t ion,  t h e  large e f fec t  was an improvement i n  the  ta i l -off  moment curve a t  high angles 

of a t tack,  associated with the more rearward location of the pylon area. 

This pylon w a s  

An examination of t h e  d e t a i l s  showed that 

I n  summary, the nacelle e f fec ts  observed are; Moving t h e  nacelle forward reduces 

the ta i l -of f  s t a b i l i t y  but increases the  t a i l  contribution t o  the  extent tha t  the moment 

curve i s  improved. The wing-mounted nacelles reduced t h e  t a i l - o f f  s t a b i l i t y  even more 

and provide good t a i l  contribution. Pylon effects are as important as  the  net  nacelle 

effects .  m e n d i n g  the  pylon aft  improved the  pitch curve by providing an improvement 

i n  t h e  t a i l - o f f  configuration, and a t  the  same time yielded a small improvement i n  the  

t a i l  flow f i e l d .  

Effect of Horizontal Surfaces 

Another approach investigated w a s  an increase i n  t h e  s i z e  of the  horizontal  t a i l  

o r  t h e  addition of auxi l iary t a i l  surfaces. 

t ions  which were tes ted  with various horizontal  surfaces. (See sketches.) I n  addition 

t o  t h e  d i rec t  area contribution, the  e f fec t  of increasing the s i z e  of the  T - t a i l  from 

22 percent t o  30 percent i s  t o  move the t i p s  of the t a i l  outboard of t h e  nacelle wake 

Figure 11 summarizes some of the  configura- 
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and thereby improve t h e  flow-field parameter. 

surface of t h e  same incremental area. 

p i tch  curve beyond the stall.  

auxi l iary ta i l  by improving the  T-tail-off pi tch curve a t  high angle of a t tack due t o  the 

low t a i l  passing below t h e  airplane wake system. 

Also shown are  data f o r  a low auxiliary 

Both additions improve the complete-configuration 

The large t a i l  f o r  the reasons previously stated,  and t h e  

It should be noted t h a t  both modifica- 

t ions  add wetted area t o  the basic configuration and should be expected t o  increase t h e  

drag somewhat. 

Effect of Fuselage Cross-Sectional Area 

The effect  of the  fuselage cross-sectional s ize  on the pitching-moment curves i s  

presented in  f igure 12. The improvement shown i n  the complete-model moment curve i s  

at t r ibutable  t o  expected improvements i n  the t a i l - o f f  curve associated with a large 

reduction of the  nonlinear l i f t  on the fuselage forebody. 

i s  the fact  t h a t  despite the  large change i n  fuselage forebody l i f t ,  there  appears t o  be 

only a s l ight  improvement i n  the  flow f i e l d  a t  the  t a i l .  

an effect similar t o  t h e  s ize  e f fec t  shown i n  this figure;  that i s ,  increases i n  the 

fuselage s i z e  tend t o  destabi l ize  the  moment curves a t  high angle of a t tack because of 

the d i rec t  contribution t o  the  moment but have only a minor e f fec t  on the  flow f i e l d  i n  

O f  par t icu lar  i n t e r e s t  here 

Fuselage forebody length has 

the region of the T - t a i l .  

Effect of Nacelles a t  Other Wing Sweep Angles 

The variation of pitching-moment coeff ic ient  with angle of a t tack f o r  two different  

wing-sweep angles i s  presented i n  f igure 13. 

t a i l  height and t a i l  volume a r e  not ident ica l  f o r  these two configurations o r  f o r  e i t h e r  

one and the basic configuration which had a sweep angle of 24'. Furthermore, the  12.5' 

sweep wing had a thickness r a t i o  of only 6-percent chord with no camber whereas the  35' 

sweep wing u t i l i zed  a NACA 65-412 section. 

difference in ( C L ) ~  noted on the  figure.  

comparison of the so l id  and dashed curves f o r  each sweep. 

effect  at an angle of a t tack of about 25' a t  each sweep angle as well  as f o r  the  basic  

data shown ear l ier .  The wing with the higher sweep appears t o  have less increment due 

It w i l l  be noted that the  nondimensional 

This discrepancy probably accounts f o r  the 

The net e f f e c t  of nacelles i s  shown by a 

The net nacelle moment takes 
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t o  nacelles by about one-half a t  an angle of attack of 40'. 

w a s  noted i n  the  process of analyzing the  data and is presented i n  figure 14. 

A n  interest ing comparison 

Here the  

t a i l  angle of a t tack  

fac tor  9 with airplane angle of attack. For the t a i l  angle of attack, there  appears 

t o  be a s l i g h t  advantage i n  favor of t h e  I2.5O wing between angles of attack of l5O 

and 32'. The ta i l  efficiency factor ,  on the  other hand, favors the 3 5 O  wing over the 

same range, probably because of the  natural  tendency of the more highly swept wing t o  

carry the  separated boundary layer  spanwise toward the  t i p .  

accounted f o r  i n  the flow f ie ld  parameter E%] 
t h e  t a i l  flow f i e l d  and hence the  moment contribution of the horizontal  t a i l  i s  unchanged 

because of wing sweep. 

%, i s  shown along with the  variation of t h e  t a i l  efficiency 

Both of these e f fec ts  are  

and f o r  all prac t ica l  purposes 

Effect of Wing Aspect Ratio 

Figure 15 shows the var ia t ion of pitching-moment coeff ic ient  with angle of a t tack 

f o r  two wings with different  aspect ra t ios .  

clipping t h e  wing t i p s  of the or ig ina l  wing, the  nondimensional ta i l -height  and ta i l -  

volume coeff ic ient  changed i n  the  process. 

aspect r a t i o  i n  the range of the  t e s t s .  

Since the  aspect r a t i o  was changed by 

The curves show very l i t t l e  e f fec t  of 

CONCLUDING REMARKS 

Past  research on the  T - t a i l  problem has l e d  to  design c r i t e r i a  f o r  the selection 

of the  wing geometry and t a i l  location which appear sat isfactory for  the pre-s ta l l  

s t a b i l i t y  character is t ics .  The additional effect  of the aft-mounted nacelles i s  shown 

t o  be a nose-up moment a t  high angles of a t tack that i s  caused by interference between 

t h e  nacel le  w a k e  and the horizontal  ta i l .  

A number of locations f o r  the  nacelles which minimize t h e  nacelle interference a t  

t h e  t a i l  a r e  shown. The importance of the pylon is  shown t o  be about equivalent i n  

magnitude t o  t h e  net moment of the nacelle i t s e l f .  Several means a r e  discussed f o r  

improving s t a b i l i t y  a f t e r  the wing stall ,  among which a re  changes i n  pylon design, 

- 13 - 
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changes i n  t a i l  area, and addition of low auxi l iary t a i l  surfaces. The e f fec t  of body 

wake, as determined by changing fuselage s ize ,  has only a secondary effect  on the flow 

f i e l d  at the t a i l ;  the  primary e f fec t  of increasing fuselage s ize  i s  the destabi l iz ing 

nonlinear l i f t  forward of the moment reference point. 

sweep appearedto have diminished the effect  of nacelles although these resu l t s  are,  at  

present, incomplete. 

pitching-moment var ia t ion with angle of attack. 

The ef fec t  of increasing wing 

Aspect r a t i o  w a s  shown t o  have only a minor net e f fec t  on the  

1. Multhopp, Hans: The Case f o r  T-Tails. Aero Digest, vol. 70, no. 5, May 1955, 

PP. 32-35. 

2. Spreemann, Kenneth P. : Design Guide f o r  Pitch-Up Evaluation and Investigation a t  

High Subsonic Speeds of Possible Limitations Due t o  Wing-Aspect-Ratio Variations. 

NASA TM x-26, 1959. 

3. Taylor, Robert T.,  and Ray, Edward J.: Deep S t a l l  Aerodynamic Characterist ics of 

T-Tail Aircraft .  

Problems. NASA SP-83, 1965. 

Paper presented a t  NASA Conference on Aircraf t  Operating 

4. White, Maurice D. ; and Cooper, George R. : Simulator Studies of t h e  Deep S t a l l .  

Paper presented a t  NASA Conference on Aircraf t  Operating Problems, Langley 

Research Center, NASA SP-83, 1965. 
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